
 

© 2020 Hikvision USA Inc. • All Rights Reserved • Specifications subject to change without notice.  
Hikvision USA Inc., 18639 Railroad Street, City of Industry, CA 91748, USA • Hikvision Canada, 4848 rue Levy, St-Laurent, Quebec, Canada, H4R 2P1 
Tel: +1-909-895-0400 • Toll Free in USA: +1-866-200-6690 • E-Mail: sales.usa@hikvision.com • www.hikvision.com 051420NA   

 

DS-2907ZJ  
Tripod Mount 
S-K1T671TM- 
  

 

 

 

 

 

 

 

 

Specifications    
DS-2907ZJ 

Minimum Height 19.1" (485 mm) 
Maximum Height 6.07' (1.85 m)  

Minimum Pipe Diameter 0.75" (19 mm) 
Maximum Pipe Diameter 1.1" (28 mm) 

Folded Length 20.67" (525 mm) 
Unextended Length 5.12' (1.56 m) 

Item Weight 5.3 lbs (2.4 kg) 
Maximum Load Capacity 66.1 lbs (30 kg) 

Accessories  
Not Included 

 

 

 

 

 

 

DS-2908ZJ 
Tripod adapter for 

turret cameras 

DS-2909ZJ 
Tripod adapter for 

bullet cameras 
 

The Hikvision DS-2907ZJ is a tripod that is used for 
the mounting of DS-2TD1217B-x/PA turret, and 
DS-2TD2617B-x/PA and DS-2TD2636B-x/P bullet 
thermographic cameras.  

DS-2TD1217B-x/PA turret cameras are attached 
to the tripod using a DS-2908ZJ adapter, and DS-
2TD2617B-x/PA and DS-2TD2636B-x/P bullet 
cameras require a DS-2909ZJ adapter. 

Available Model 

DS-2907ZJ 
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